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DETAIL (CABLE TO GROUND ROD)
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GROUND ROD INSTALL DETAIL
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GROUND LEVEL

3000

3000

GROUND RODØ5/8"x3000 mm.

GROUND RODØ5/8"x3000 mm.

BAR COPPER

FOOTING

CONCRETE POLE

TRIANGLE GROUND ROD

SIDE VIEW SECTION

SECTION A-A

PLAN

SQUARE CLAMP

(CROSS TEE)

COPPER STRAP CLAMP

STRAIGHT CLAMP
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CAST RESIN INSULATOR

GALVANIZED STEEL

GROUND BAR.

CONDUIT GROUND BUSHING

TEST CLAMP

2

GROUND ROD.

2

EXOTHERMAL WELD

BARE COPPER BAR 240 mm.

TO STRUCTURAL REINFORCING STEEL

STRUCTURAL REINFORCE STEEL

EXOTHERMAL WELD

COPPED TAPE BONDED

TO STEEL PLATE

TRIANGLE GROUND ROD

COPPER TAPE CONNECTION ,LIGHTNING PROTECTION

GROUND TEST BOX

GROUND PIT DETAIL

COPPER STRAP

CONNECTION VERTICAL

PIPE BONDING

SHEET METAL BONDING

COPPER BRAID FOR GROUND BONDING JUMPER.

CONNECTION,HORIZONTAL

COPPER STRAP

COPPER STRAP

TEE SPLICE VERTICAL

SHEET METAL BONDING

TEE SPLICE HORIZONTAL

COPPER STRAP

CABLE CONNECTION

CABLE CROSS CONNECTION

COPPER STRAP TO CABLE CABLE TO COPPER STRAP

DOUBLE CABLE 

TEE SPLICE

GROUND GRID

CONNECTION
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LIGHTNING PROTECTION


